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In the Claims : 

Claims 1-4 are amended herein 

1. (currently amended) A bracket for a clotheshorse, the 
bracket (10) comprising: 

a plate (13) with a top edge and multiple side edges; 

multiple first collars (131) defined being in a line through 
line, protruding from the side of the plate (13) near the top 
edge and having a free end ; 

multiple slots (132) defined in the top edge of the plate 
(13) and extending respectively to the free ends of the first 
collars to respectively communicate -fee with the multiple first 
collars ■ (■131) ; and 

a vertical socket (11) attached or to the plate (13) under 
the first collars - (131) > 

2. (currently amended) The bracket as claimed in claim 1, 
wherein the plate is fan shaped with an arced upper edge at the 
top edge, two side edges, and a joint of the two side edges; aftd 

wherein a* second collar (12) is defined in the plate (13) 
near a joint. 

3. (currently amended) The bracket as claimed in claim 1, 
wherein the plate (13) has an inner opening with edges; and 
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multiple flanges extendedly formed on the edges of the inner 
opening, top edge and the multiple side edges of the plate (13) , 
wherein the multiple slots are defined through the flange at the 
top edge of the plate - (13) . 

4. (currently amended) The bracket as claimed in claim 2, 
wherein the plate (13) has an inner opening with edges; and 

multiple flanges extendedly formed on the edges of the inner 
opening, top edge and the two side edges of the plate (13) , 
wherein the multiple slots are defined through the flange at the 
top edge of the plate (13) . 



Page 5 — RESPONSE (U.S. Patent Appln. S.N. 10/726,133) 
[\\Piles\fileB\Corre3pondfince\Au9ust 2005\tl281rtoa080805.docJ 



PACE 7/10 * RCVD AT 8/8/2005 5:08:28 PM [Eastern Daylight Time] ■ SVR:USPTO-EFXRP-6/27 » DNIS:2738300 * CSID:5032247017 • DURATION (mm-ss):03-00 



